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Product Description

Product Features


	SIZESLENGTHS: 
	Model Number: 702Y Web Yoke Assembly with Spreader Bar
	Product Features: • Web Yoke assembly• Spreader Bar• Z374 (3/4") locking snaphooks 
	Description Text: During a confined space rescue, there may be no easy way of getting the fall worker or rescuer out of the confined space. These items can be deployed to aid in rescue. 
	Text3: 
	0: 
	1: 
	0: 1" Nylon Webbing, minimum tensile strength 6,000 lbs. 
	1: 1- 3/16" Polyester tubular webbing, min tensile strength 6,000 lbs.
	2: 
	3: Snaps: (3/4" gate opening) plated alloy steel, 3,600 lb. gates
	4:              Minimum tensile strength 5,000lbs. 
	5: D-ring: forged steel, zinc plated, proof loaded to 3,600 lbs. 
	6:                Minimum tensile strength 5,000 lbs. 
	7: 1/8" x 1" steel 
	8: 1/4-20 x 2-12" zinc plated bolt w/ lock nuts & washers              
	9: 
	0: 
	1: 
	0: 130-310 lbs. 
	1: ANSI Z359.3

	2: 
	0: 400 lbs.
	1: Meets or exceeds all OSHA requiremenets

	3: 
	0: 
	1: 

	4: 
	0: 
	1: 





	Material 1: Webbing
	Material 2: 
	Material 3: 
	Material 4: Hardware
	Material 5: 
	Text4: 
	0: A
	1: 12/31/2020
	2: 1

	Pic: 
	Pic 2: 
	Material 6: 
	Material 7: 
	Material 8: Spreader Bar
	Material 9: 
	Material 10: 
	SPEC 1: ANSI User Capacity 
	SPEC 2: OSHA User Capacity
	SPEC 3: 
	SPEC 4: 
	Standard 1: ANSI
	Standard 2: OSHA
	Standard 3: 
	Standard 4: 


